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CHIPPER
C50 

Its large 8” x 13” feed opening pulls 
bushy and twisted branches with 
forks into the machine without effort. 
Activate the feed roller with the control 
bar and the rest is taken care of by the 
electronic automatic feed sensor. The 
height adjustable outlet chute provides 
ultimate mulch discharge control to 
suit different height truck bins.

The powerful hydraulic 
feed system with optional 
Lift & Crush of this Deutz 

diesel powered chipper 
makes it easy to process 

any material.
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C50 CHIPPER

AGGRESSIVE YET CONTROLLED FEED
An industry leading massive 8” x 13” wide infeed with single feed 
roller provides unbeatable feeding power.

The C50 features a directly activated hydraulic variable speed feed 
roller utilising a German IFM control system, the adjustable auto 
feed system reverses the feed rollers to optimise engine recovery 
speed, therefore maximising output.

QUALITY THAT LASTS
Engineered in New Zealand to last a lifetime, delivering on the tough 
expectations of the Australiasian market.
Made of steel and finished with a durable powder coated finish with 
zinc shield rust protection delivers longevity.
Powered by a durable Deutz diesel engine and Parker hydraulics – 
quality components to match Hansa’s superior standard.

COMPACT DIESEL POWER
Hansa’s smallest diesel powered chipper boasts an impressive 
48HP Deutz air/oil cooled 3-cylinder diesel engine, a massive 
powerplant for an 8” capacity chipper, while maintaining a compact 
footprint with low centre of gravity.

SERVICE WITH EASE
Everything is accessible for routine servicing and maintenance 
by removing two bolts on the housing. The machine features a 
250-hour service interval for reduced downtime and greater 
productivity. The double sided knives and easily adjustable anvil 
makes for simple maintenance. If advice is required our specialist 
service team is here to help you get the best from your Hansa.

Specification

Max. chipping capacity 203 (8”) mm

Engine Deutz F3l 2011

Max Power 48HP

Fuel tank size 45L 

Starting system Electric

Inlet opening size (mm) 330 x 203mm

Qty of knives 2 (reversible)

Knife size 200 x 116 x 16mm

Knife material A8 modified tool steel

Cutting disk dimensions 650 x 25mm

Cutting disk weight 94kg

Cutting disk speed 1800RPM

Beltdrive 3x SPB Section

Hydraulic feed size 240mm roller

Wheels 13” rim

Dimensions (l x w x h) 3696 x 1618 x 2240mm

Weight  
(depending on options)

1315 - 1405kg

Outlet chute height 2060 - 2240mm

Outlet chute type 360° Swivel, height adjustable
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